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Issued July ,9, 2020 

File No ２００１５ 

 

MATERIAL SAFETY DATA SHEET (MSDS) 

Prepared for; Triplex 

 

 

１．PRODUCT & COMPANY IDENTIFICATION 

PRODUCT NAME : TEX-E (TRIPLE INSULATED WINDING WIRE) 

   
NAME OF COMPANY : FURUKAWA ELECTRIC CO., LTD 

   
ADDRESS : 840-1,Kamihachimai,Minami-ku,Niigata-shi,Niigata950-1431Japan 

   
SECTION IN CHARGE : Quality Assurance Department, Magnet Wire Division 

Electronics Component Material Division 

   
TELEPHON NUMBER： : +81-25-373-1101 

   
FACSIMILE NUMBER : +81-25-373-1106 

                                                                           

２．COMPOSITION / INFORMATION ON INGREDIENTS 

This product is the triple insulated winding wire which is manufactured by extruding solventless resin 

on the surface of the copper conductor uniformly. 

The composition information of this product is shown in Table 1. 

  

Table 1 

Component Materials CAS No. Ratio by weight Specific weight 

Insulator 3rd Layer Polyamide 32131-17-2 Table 2 1.15 

2nd Layer Modified Polyester ― Table 2 1.34 

1st Layer Modified Polyester ― Table 2 1.34 

Conductor Copper 7440-50-8 Table 2 8.89 

Cadmium, Lead, Chromium VI and Mercury are not used intentionally in this product  



 - 2 - 

Table 2 Ratio by weight 

Conductor 

Diameter 

(mm) 

Conductor 

Copper 

1st Layer 

Modified Polyester 

2nd Layer 

Modified Polyester 

3rd Layer 

Polyamide 

0.20  70.1 w% 8.1 w% 10.8 w% 10.9 w% 

0.21  71.5 w% 7.8 w% 10.3 w% 10.4 w% 

0.22  72.7 w% 7.6 w% 9.9 w% 9.9 w% 

0.23  74.1 w% 7.3 w% 9.2 w% 9.4 w% 

0.24  74.9 w% 7.1 w% 9.1 w% 9.0 w% 

0.25  75.9 w% 6.8 w% 8.7 w% 8.6 w% 

0.26  76.8 w% 6.6 w% 8.4 w% 8.2 w% 

0.27  77.6 w% 6.4 w% 8.1 w% 7.9 w% 

0.28  78.4 w% 6.2 w% 7.8 w% 7.6 w% 

0.29  79.1 w% 6.0 w% 7.5 w% 7.3 w% 

0.30  79.8 w% 5.9 w% 7.3 w% 7.0 w% 

0.32  81.1 w% 5.6 w% 6.8 w% 6.6 w% 

0.35  82.7 w% 5.1 w% 6.2 w% 5.9 w% 

0.37  83.6 w% 4.9 w% 5.9 w% 5.6 w% 

0.40  84.9 w% 4.6 w% 5.4 w% 5.1 w% 

0.45  86.6 w% 4.1 w% 4.8 w% 4.5 w% 

0.50  88.0 w% 3.7 w% 4.3 w% 4.0 w% 

0.55  89.1 w% 3.4 w% 3.9 w% 3.6 w% 

0.60  90.0 w% 3.1 w% 3.6 w% 3.3 w% 

0.65  90.8 w% 2.9 w% 3.3 w% 3.0 w% 

0.70  91.5 w% 2.7 w% 3.1 w% 2.8 w% 

0.75  92.0 w% 2.5 w% 2.9 w% 2.6 w% 

0.80  92.6 w% 2.4 w% 2.7 w% 2.4 w% 

0.85  93.0 w% 2.3 w% 2.5 w% 2.2 w% 

0.90  93.4 w% 2.1 w% 2.4 w% 2.1 w% 

0.95  93.8 w% 2.0 w% 2.2 w% 2.0 w% 

1.00  94.1 w% 1.9 w% 2.1 w% 1.9 w% 
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３．HAZARDS IDENTIFICATION  

HAZARDS : Not applicable 

   
HUMAN HEALTH 

EFFECTS 

: Not applicable 

   
ENVIRONMENTAL 

EFFECTS 

: Not applicable 

   
PHYSICAL AND 

CHEMICAL 

HAZARDS 

: It is inflammable substances and combustible if an igniting source is 

existent. Neither dangerous reaction, fire nor explosion can be caused 

under normal conditions. 

   
THE 

CALSSIFICATION 

: Not applicable 

                                                                            

４． FIRST-AID MEASURES 

INHALATION : When a gas generated from the molten resin, especially fume 

generated during combustion or heat, has been inhaled, move to fresh 

air without delay and wait until the victim is recovered. If sick feeling 

continues, ask a physician for advice. 

   
EYE CONTACT : Cool and rinse the eye with clean water for at least 15 minutes when 

the eyes had contact with molten resin. In case of wearing contact 

lenses, remove the lenses as soon as possible, and ask a physician for 

advice. When the eye had contact with the resin in an ordinary solid 

form, rinse the eye with clean water without delay. If the discomfort 

persists, ask a physician for advice. 

   
INGESTION : Help to vomit as much as possible. If sick feeling continues, and ask a 

physician for advice. 

                                                                            

５． FIRE-FIGHTING MEASURES 

EXTINGUISHING 

MEDIA 

: Water, form fire-extinguishing agent, powder fire-extinguishing agent, 

and carbon dioxide gas. 

   
SPECIFIC 

HAZARDS 

: Incomplete combustion leads to generation of toxic gases such as 

carbon monoxide, in addition to carbonic acid gas and water. 

   
SPECIAL 

EQUIPMENT FOR 

THE PROTECTION 

OF FIREFIGHTING 

: In case the fire gained force, use a gas mask or other protective 

equipment. 
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６． ACCIDENTAL LEAKAGE MEASURES 

PERSONAL 

PRECOUTIONS 

: Not applicable 

   
ENVIRONMENTAL 

PRECAUSION 

: Handle the spillage in accordance with provisions in order to prevent 

intakes by marine animals and bird. 

                                                                            

７． HANDLING AND STORAGE 

HANDLING : Insulator will neither ignite nor explode at room temperatures, but it falls 

under the inflammables designated by the Fire Service Law. Keep it away 

from the igniting sources, as it quickly gains force once it is ignited. 

   
HANDLING 2 : Remove wire dropped on the floor immediately to avoid accidents caused 

by worker’s slip.  

   
HANDLING 3 : For molding work, effective means for local exhaust are required to 

discharge gases generated by melt processing. 

   
HANDLING 4 : Avoid inhaling of gases generated in melt processing. Do not directly 

touch wire of high temperature. 

   
HANDLING 5 : Wear protective equipment to avoid injury of hand or eyes caused by 

contact with edge of wire. 

   
STORAGE : Keep substance away from any fire or heat sources for the sake of safe 

storage. 

                                                                            

８． EXPRSURE CONTROL/PERSONAL PROTECTION 

CONTROL 

CONCENTRATION 

: None at present 

   
PERMISSIBLE 

CONCENTRATION 

: None at present 

   
ENGINEERING 

MEASURE 

: When heat melted in work: Effective local ventilation must be provided. 

   
PERSONAL 

PROTECTIVE 

EQUIPMENT 

: No need 

   
RESPIRATORY 

PROTECTION 

: Wear a dust-proof mask. 

   
HAND 

PROTECTION 

: Wear heat-resisting gloves against burns, when handling molten resin. 

   
EYE PROTECTION : Wear protective glasses or goggles. 

   
SKIN & BODY 

PROTECTION 

: Wear long sleeve clothes against burns, when handling molten resin. 
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９． PHYSICAL AND CHEMCAL PROPERTIES 

APPEARANCE etc. : Solid (wire form) 

   
BOLDING POINT : Not applicable 

   
VAPOUR 

PRESSURE 

: Not applicable 

   
VOLATILITY : Not applicable 

   
INITIAL BOILING 

POINT 

: Not applicable 

   
SUBLIMATION : None 

   
MELTING POINT : Conductor: 1000 degree Celsius or higher 

Insulator: 250 - 260 degree Celsius 

   
SOLUBILITY : Insoluble in water 

   
FLASH POINT : 300 degree Celsius or higher 

   
IGNITION POINT : No finding. 

   
EXPLOSION 

PROPERTY 

: Not applicable 

   
INFLAMMABILITY : No finding 

   
REACTIVITY WITH 

WATER 

: None 

   
SELF-REACTIVITY : None 

                                                                                                                    

１０． STABILITY AND REACTIVITY 

STABILITY AND 

REACTIVITY 

: Stable for normal storage or handling. 
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１１． TOXICOLOGICAL INFORMATION 

SKIN CORROSIVE 

PROPERTEIS 

: No finding. 

   
SENSITIZING & 

IRRITANT EFFECTS 

: Gas generated in drying or melting is irritating eyes and skins. 

   
ACUTE TOXICITY 

(INCLUDING G 

LD50) 

: No finding. 

   
SUBACUTE 

TOXICITY 

: No finding. 

   
CHRONIC TOXICITY : No finding. 

   
CARCINOGENECITY : No finding. 

   
MUTAGENECITY 

(Micro organisms, 

chromosomal 

aberration) 

: No finding. 

   
REPRODUCTIVE 

TOXICITY 

: No finding. 

   
TERATOGENICITY : No finding. 

   
OTHERS (Including 

generation of 

hazardous gases by 

reaction with water, 

for example) 

: “No finding” in this report means that there will be no hazard in 

general, but no proving data is available at the time of reporting. 

                                                                              

１２． ECOLOGICAL INFROMATION 

BIODEGRADABILITY : No finding. 

   
BIOACCUMULATION : No finding. 

   
FISH TOXICITY : No finding. 

                                                                              

１３． DISPOSAL CONSIDERATION 

WASTE FROM 

RESIDUES 

: This is designated waste plastics among industrial wastes by the Wastes 

Disposal Law. Disposal waste pellets through licensed wastes handlers 

or local autonomous bodies if they are handling wastes disposal. 

   
WASTE FROM 

RESIDUES 2 

: When disposed by incineration, use the well controlled incinerators in 

accordance with the Wastes Disposal Law., Air Pollution Control Law 

and Waster Pollution Prevention Law. 
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１４． TRANSPORT CONSIDERATION 

UN 

CLASSIFICATION 

NUMBER 

: Not applicable 

   
OTHER CAUSIONS : Handle carefully to keep package from breaking, and keep away from 

water. 

   
OTHER CAUSIONS 2 : Handle packages not to unpile. 

   
OTHER CAUSIONS 3 : Handle products not to be upside-down. 

                                                                              

１５． REGULATORY INFORMATION 

FIRE SERVICE LAW : Inflammable synthetic resin 

   
WASTE DISPOSAL 

LAW 

: Insulator: Waste plastics among industrial wastes. 

Conductor: Recycle 

                                                                              

１６． OTHER INFORMATION HANDLING OF THE DETAILS GIVEN ABOVE 

HANDLING OF THE 

DETAILS GIVEN 

ABOVE 

: This MSDS is the English version translated from the Japanese MSDS 

which is prepared for domestic use. 

Details given above are based on references, information and data 

available at this moment, but no warranty can be made on exactness of 

these details. They are also prepared on the assumption that the 

product will be handled in a normal way. For special handling, 

adequate safety and environmental measures should be taken in 

respect to its applications. Our products are not specifically intended 

for implants for medical and dental applications, and therefore they 

are not recommended for such applications. 

“No finding” in this report means that there will be no hazard in 

general, but no proving data is available at the time of reporting. 

 


